

NOTICE: 

	This document is generated from relational data submitted by the proponent. 



Questions relating to information displayed should be addressed to the proponent school. 


CONDITIONS

Given a vehicle, with or without trailer/semitrailer with before-operation maintenance performed, and a lead vehicle. 

STANDARDS

Drive the vehicle safely while maintaining the proper speed and interval between vehicles without causing injury to personnel or damage to the vehicle or property. 

TRAINING AND EVALUATION


Training Information Outline
1. Check all blackout lights for operation. 

a. Check blackout marker lights. 

(1) Check both rear blackout marker lights. 

(2) Check both front blackout marker lights. 

b. Check blackout drive lights. Check the blackout driving light mounted to the left of the left headlight. It furnishes a diffused light beam to permit limited illumination when you are driving under blackout conditions. 

c. Check blackout drive stop lights. Normally, the blackout stop light is a separate unit mounted on the right and the left taillights and flashes a white light when the brakes are applied. 

d. Ensure lenses are clean of dust, dirt, mud, and paint. 

2. Remove, lower, or leave the windshield in place (as directed) to improve visibility. 

3. Drive the vehicle at a low speed (5 to 10 MPH/8 to 16 KMPH) during blackout operations. 

4. Maintain a proper interval (60 to 180 feet) from the vehicle ahead. If you are following the correct distance, each pair of blackout lights appears as one red light. 

Note: When practical, post a person in the rear of your vehicle to warn you if another driver follows too closely. If a person is not available, put a white handkerchief or some other white object on your bumper. This white object will warn the driver behind you not to follow too closely. 

Evaluation Preparation

Setup: Select a route that the driver will be using. Designate the start point and the release point along the route. Assemble the vehicles in an area near the route selected. 

Brief Airman: Brief the airman of the route of travel, point out the starting point and release point and any major obstacles along the route. Tell the airman the speed will be 5 MPH/8 KMPH and to maintain the correct interval between vehicles throughout the blackout move. 

Evaluation Guide

	Performance Measure 
	Results 

	
	
	

	1. Check all blackout lights for operation. 
	P 
	F 

	2. Remove or lower the windshield. 
	P 
	F 

	3. Drive the vehicle at a speed 5 to 10 MPH/8 to 16 KMPH. 
	P 
	F 

	4. Maintain an interval between 60 to 180 feet. 
	P 
	F 


Feedback

Score the airman GO if all performance measures are passed. Score the airman NO-GO if any performance measure is failed. If the airman scores NO-GO, show the airman what was done wrong and how to do it correctly. Train by providing the airman with an illustration of vehicles driving under blackout conditions which indicates the correct following distance between vehicles. Use flash cards as a training device and during unscheduled training time to depict how blackout marker lights will appear from the rear, at more than 180 feet, between 180 and 60 feet, and less than 60 feet. Do the same for the front blackout drive lights and blackout marker lights, for more than 60 feet and less than 60 feet. 
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