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	10K GENERATOR STARTUP AND SHUTDOWN CHECKLIST

(Reference:  TM 9-6115-642-10)

OBJECTIVE:  Working individually, be able to start up and shut down the 10K (IMETS) generator within two minutes.


	STEP
	DESCRIPTION
	GO
	NO-GO

	1
	CHECK FOR LOOSE HINGES, CRACKED HOSES, MISSING HARDWARE, AND ANY CORROSION
	
	

	2
	INSPECT GENERATOR FOR LEAKS
	
	

	3
	INSPECT BATTERIES AND CABLES
	
	

	4
	GROUND GENERATOR TO A GROUNDING ROD
	
	

	5
	OPEN FACE PANEL COVER, CHECK FUEL AND OIL LEVELS, AND FILL AS NECESSARY
	
	

	6
	ENSURE EMERGENCY SWITCH IS PULLED OUT AND BATTLE SHORT IS OFF
	
	

	7
	ENSURE CB1 CIRCUIT BREAKER IS CLOSED (PUSHED IN) AND VOLTAGE SELECTOR IS SET TO 120V
	
	

	8
	TURN MASTER SWITCH TO PREHEAT POSITION FOR APPROX 30 SECONDS
	
	

	9
	TURN MASTER SWITCH TO START POSITION AND HOLD UNTIL OIL PRESSURE REACHES 25 PSI AND VOLTAGE REACHES CORRECT VALUE
	
	

	10
	RELEASE MASTER SWITCH TO PRIME & RUN POSITION
	
	

	11
	ADJUST FREQUENCY AND VOLTAGE USING ADJUSTMENT KNOBS, AS NECESSARY
	
	

	12
	PLACE AC CIRCUIT INTERRUPTER SWITCH TO CLOSED POSITION
	
	

	13
	CLOSE FACE PANEL COVER
	
	

	14
	INSPECT GENERATOR AGAIN FOR PRESSURIZED LEAKS OR UNUSUAL OPERATION
	
	

	15
	SHUT DOWN GENERATOR USING STEPS 16-18:
	
	

	16
	PLACE AC CIRCUIT INTERRUPTOR SWITCH TO OPEN POSITION
	
	

	17
	TURN MASTER SWITCH TO OFF
	
	

	18
	CLOSE FACE PANEL COVER
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