10K POWER GENERATOR STARTUP

	STEP
	ACTION
	GO
	NOGO

	1
	GROUND GENERATOR TO GROUNDING ROD.
	
	

	2
	ENSURE DEAD CRANK SWITCH INSIDE CURB PANEL IS SET TO NORMAL.
	
	

	3
	OPEN FACE PANEL COVER.  CHECK FUEL GAUGE; FILL AS NECESSARY.
	
	

	4
	ENSURE EMERGENCY SWITCH IS PULLED OUT, BATTLE SHORT IS OFF, AC CIRCUIT INTERRUPTER IS OPEN, AND VOLTAGE DIAL AT L3-N1.
	
	

	5
	OPEN FACE PANEL. ENSURE CB1 CIRCUIT BREAKER IS CLOSED (PUSHED IN) AND VOLTAGE SELECTOR AT 120V/1PH.  CLOSE FACE PANEL.
	
	

	6
	TURN MASTER SWITCH TO PRIME AND RUN, THEN TO RUN TO START
	
	

	7
	TURN VOLTAGE KNOB TO ADJUST VOLTAGE TO 120 VOLTS 
	
	

	8 
	ADJUST CURRENT TO 60HZ USING FREQUENCY ADJUST KNOB, THEN LOCK
	
	

	
	TOGGLE AC CIRCUIT INTERRUPTER TO CLOSE
	
	

	9
	CLOSE FACE PANEL COVER
	
	


10K POWER GENERATOR POWER DOWN

	STEP
	ACTION
	GO
	NOGO

	1
	OPEN FACE PANEL COVER.
	
	

	2
	TOGGLE AC CIRCUIT INTERRUPTER TO OPEN
	
	

	3
	TURN MASTER SWITCH TO OFF.
	
	

	4
	OPEN FACE PANEL AND PULL OUT CB1 CIRCUIT BREAKER
	
	

	5
	CLOSE FACE PANEL COVER.
	
	


